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Before starting the installation, it is recommended to make an inventory of parts packages.

IV - STAGES OF MOUNTING SCHEMES:

- Read the instructions carefully and look at the illustrations before starting assembly of your house. This 
manual should be followed step by step through the installation. This is essential for a successful mount.
- The installation must be carried out strictly by adults.
- Assembly of parts requiring the use of the scale should be done with caution.
- Children should be kept away from the construction zone during the assembly
- Pre-drilled holes must be made in smaller diameter of the screw provided: this allows to accentuate the outfit.
- Reading the manual begins by identifying the component parts of your swing. It is important to visualize and 
to gather before beginning assembly. We ask that you keep any surplus that may be your replacement.
- We then ask you to follow each step so scrupulous.
- The toy standard (EN 71-8, chapter 4-6) requires a minimum distance between the gear and the ground. This 
is forty (40) feet for nacelles and vis-à-vis, and 35 (thirty-five) centimeters swings. These distances allow 
secure use of the game Once the game is assembled, set swings if necessary and check the distances. To any 
finding of non-compliance, thank you to contact our customer service. It is also requested a minimum distance 
between hangers so it is important to respect the position of each of them.
- If you have chosen a product with a slide, it is advisable to steer south, or at least so that sun exposure is 
maximized.

The manufacturer is not liable for misuse of the manual: recommendations should be strictly followed and 
enforced.

List of tools needed for assembly:


